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LED in jedem Fall – aber welche? 

Die videofähige LED-Technologie erlebte in den vergangenen Jahren mehrere 
Quantensprünge. Sei es im Beleuchtungs- oder im Videomarkt, LED ist auf 
dem Vormarsch. Doch warum ist es so schwierig, das richtige LED-Produkt 
zu inden? Worauf kommt es an?

Anbietervielfalt: Besonders der chinesische Markt bietet eine überwältigende 
Auswahl an verschiedenen LED-Produkten an. Doch nicht alle Techniken sind 
für den AV-Markt geeignet.

Große Qualitätsunterschiede: Innerhalb des großen LED-Angebotes sind 
auffallende Unterschiede in Qualität und Langlebigkeit der verschiedenen 
Produkte erkennbar.

Enorme Preisspannen: Ebenso auseinanderklaffend sind die Preise für die 
unterschiedlichen Produkte. Oft gehen niedrige Preise und minderwertige 
Qualität einher. Dennoch ist das teuerste nicht immer das beste Produkt. 
Das Preis-Leistungs-Verhältnis muss stimmen.

Nachhaltigkeit: In Zeiten knapper werdender Ressourcen sowie politischer 
und umwelttechnischer Aulagen, sind Korrektheit und Nachhaltigkeit bei
Produktion und Produktverwendung obligatorisch. Dies gilt insbesondere für 
die Einhaltung von Sicherheits- und Umweltmanagementnormen, faire 
Arbeitsbedingungen und für den Verzicht auf Kinderarbeit. Hersteller-
Zertiikate bestätigen diese Qualitätsstandards.

Die LANG AG bietet Ihnen ein großes Portfolio an qualitativ hochwertigen 
LED-Produkten für Vermietung und Verkauf, die wir auf den folgenden Seiten 
vorstellen.

Zur schnellen Orientierung dient Ihnen das Symbol-System in der
Legende auf Seite 14.

LED, of course - but which one?

In recent years, the LED technology suitable for video applications
experienced huge progress. Whether in the lighting or video market, LED is 
on the rise. But why is it so dificult to ind the right LED product? What does 
it depend on?

Diversity of suppliers: Especially the Chinese market offers an over-
whelming selection of diverse LED products. But not all of them are suitable 
for the AV market.

Large differences in quality: Within the large choice of LED video 
products, remarkable differences in quality and durability of the products 
exist.

Enormous price ranges: Likewise diverging are the prices for the different 
products. Often low prices and cheap quality come along. However, the 
most expensive product is not always the best one. Cost and beneit have to 
match.

Sustainability: In times of a continuous shortage of resources as well as
political and environmental constraints, correctness and sustainability are 
obligatory in production and product use. This applies particularly in the 
compliance of security and environmental management norms, fair working 
conditions and the abandonment of child labor. Manufacturer certiicates 
conirm these quality standards.

LANG AG offers you a well selected portfolio of high quality LED products for 
rental and sales, which will be presented to you on the following pages.

To navigate quickly through our guide use our pictograms on page 14.
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Die RTV-P 1.9 mm LED-Technologie erreicht durch 
die neue Black-Chip LED intensive Schwarzwerte 
und somit auch einen sehr hohen Kontrast. Der 
hervorragende Pixelabstand von nur 1,9 mm
ermöglicht mit einer Aufbaubreite von lediglich
3,6 m eine Full HD Aulösung und bei nur 7,6 m 
sogar 4k. Ein einwandfreies, modulares Setup, 
stehend wie hängend, gewährleistet hohe
Flexibilität für Rental & Staging sowie System-
integration. Mit einer Einbautiefe von schmalen
94 mm und einer Helligkeit von 1.000 Nit lässt 
die RTV-P 1.9 mm keine Wünsche offen. Durch 
die lüfterlose Bauweise eignet sie sich besonders 
für Konferenzräume, TV-Studios und Bühnen.

Hauptmerkmale:

- sehr hohe Bildqualität
- 4k bei nur 7,6 m Breite
- hoher Kontrast
- lüfterloser Betrieb
- schmale Einbautiefe
- geringes Gewicht

With the new black-chip LED, the RTV-P 1.9 mm 
LED technology reaches an intensive black level 
and therefore a very high contrast. Its outstanding 
pixel pitch of only 1.9 mm achieves a full HD
picture at 3.6 m and at 7.6 m even 4k resolution. 
A clean modular setup, standing as hanging,
ensures high lexibility for rental & staging as well 
as for system integration. With an installation 
depth of only 94 mm and a brightness of
1,000 nit, the RTV-P 1.9 mm leaves nothing to
be desired. The fanless construction is ideal for
perfect applications in conference rooms,
TV studios and on stages. 

Key features:

- very high picture quality
- 4k at only 7.6 m width
- high contrast
- fanless operation
- slim installation
- light weight

LEYARD RTV-P 1.9 mm

General speciications

Indoor/Outdoor Indoor
Brightness  1,000 nit 

Pixel 

Pixel pitch 1.9 mm 
Pixel density per m² 270,400 pixel 

Viewing angle 

Viewing angle + value; horizontal  80° 
Viewing angle - value; horizontal  80° 
Viewing angle + value; vertical  70° 
Viewing angle - value; vertical  70° 

Power consumption  

Power consumption max. per m²  1,083 W 
Power consumption Ø per m²  380 W 

Construction 

Max. height standing (no.) 14 tiles
Max. height hanging (no.) 11 tiles
Max. height standing (m) 4.20 m
Max. height hanging (m) 3.30 m

Measures and weights 

Weight per m²  < 50 kg 
Width  0.40 m
Height 0.30 m 
Depth  0.09 m 
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With the M 3.5, AOTO offers a quality LED
product which comes with numerous advantages 
for the event and installation market. The large 
viewing angle of 160° at a pixel pitch of 3.5 mm, 
the 20 bit-processing and the deep black level
ensure an impressive picture. Due to the
ATLVC-XF processors, 4k and Ultra-HD output is 
possible. Because of the fanless cooling system, 
the modules are noiseless and energy-saving. 
The lightweight construction and accurately built 
frames ensure a custom-it wall, also in concave 
or convex setups with up to +/- 7.5°. Moreover, 
the AOTO M 3.5 is EMV class B certiied.

Key features:

- high picture quality
- high resolution
- fanless operation
- slim installation depth
- light weight 
- concave and convex setup possible

Mit der M 3.5 bietet AOTO ein LED-Qualitäts-
produkt mit vielen Vorzügen für den
Veranstaltungs- und Installationsmarkt an. Der 
große Einblickwinkel von 160° bei einem Pixelab-
stand von 3,5 mm, das 20 Bit-Processing und 
tiefe Schwarzwerte sorgen für ein bestechend
gutes Bild. Dank des Prozessors ATLVC-XF ist 
sogar eine 4k- und Ultra-HD-Wiedergabe möglich. 
Durch das lüfterlose Kühlkonzept sind die Module 
leise und energiesparend. Leichtbauweise und 
akkurat gefertigte Frames lassen eine
passgenaue Konstruktion zu, auch bei konkavem 
oder konvexem Aufbau mit bis zu +/- 7,5°.
Die AOTO M 3.5 ist EMV class B zertiiziert.

Hauptmerkmale:

- hohe Bildqualität
- hohe Aulösung
- lüfterloser Betrieb
- geringe Einbautiefe 
- geringes Gewicht
- konkaver und konvexer Aufbau möglich
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AOTO M 3.5

General speciications

Indoor/Outdoor Indoor
Brightness  1,500 nit 

Pixel 

Pixel pitch 3.5 mm 
Pixel density per m² 80,277 pixel 

Viewing angle 

Viewing angle + value; horizontal  80° 
Viewing angle - value; horizontal  80° 
Viewing angle + value; vertical  80° 
Viewing angle - value; vertical  80° 

Power consumption  

Power consumption max. per m²  520 W 
Power consumption Ø per m²  130 W 

Construction 

Max. height standing (no.) 25 tiles
Max. height hanging (no.) 25 tiles
Max. height standing (m) 12.00 m 
Max. height hanging (m) 12.00 m 
Concave curved  up to 7.5°
Convex curved  up to 7.5°

Measures and weights 

Weight per m²  39 kg 
Width 0.48 m
Height  0.48 m
Depth 0.07 m 
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MITSUBISHI DIAMOND VISION 
IDT4

General speciications

Indoor/Outdoor Indoor
Brightness   1,500 nit 

Pixel 

Pixel pitch 4.0 mm 
Pixel density per m² 62,500 pixel 

Viewing angle 

Viewing angle + value; horizontal  75° 
Viewing angle - value; horizontal  75° 
Viewing angle + value; vertical  60° 
Viewing angle - value; vertical  60° 

Power consumption 

Power consumption max. per m²  2,035 W 
Power consumption Ø per m²  1,526 W 

Construction 

Max. height standing (no.) 6 tiles
Max. height hanging (no.) 6 tiles
Max. height standing (m) 4.61 m 
Max. height hanging (m)  4.61 m 

Measures and weights 

Weight per m²  77 kg 
Width 0.51 m
Height  0.77 m 
Depth 0.22 m 

 

Diamond Vision IDT4 liefert eines der besten 
Bilder, das der LED-Markt derzeit zu bieten hat. 
Mit einem realen 4,0 mm Pixelabstand bietet das 
IDT4-Modul 62.500 Pixel/m² und kann bereits 
ab einem Abstand von 6,9 m pixelfrei angeschaut 
werden. Auch unter großem Betrachtungswinkel
sind keine Farbdarstellungsfehler erkennbar. Das 
Bild erscheint gleichermaßen brillant wie detail-
scharf und wird dank der beispiellos kurzen 
Signallaufzeit von weniger als 40 ms sehr schnell 
wiedergegeben. 

Hauptmerkmale:

- hervorragende Bildqualität
- hohe Aulösung
- pixelfreie Betrachtung ab 6,90 m
- großer Betrachtungswinkel
- kurze Signallaufzeit, weniger als 40 ms

Diamond Vision IDT4 provides one of the best 
pictures the LED market can currently offer. With 
a real 4.0 mm pixel pitch, the IDT4 module comes 
with 62,500 pixels/m² and can be viewed
pixel free already from a distance of 6.9 m. Also 
at large viewing angles there is no recognisable 
colour shift. The picture appears brilliant as well 
as detailed and due to its unequalled short signal 
latency, it can be reproduced in less than 40 ms.

 

Key features:

- brilliant picture quality
- high resolution
- pixel free image viewing from 6.9 m
- large viewing angle
- short signal latency, less than 40 ms
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The Barco NX model range has set a new 
standard for indoor LED displays, paired with a 
phenomenal contrast ratio of more than 4,000:1. 
A light density of 2,000 nit and a native 16 bit-
processing provide a very good picture quality 
among all indoor products. Particularly, Barco 
NX-4 convinces with the ability of 3D presentation. 
This active technology ensures a change from 2D 
to 3D and vice versa during operation.

Key features:

- high contrast at 4,000:1
- high light density at 2,000 nit
- excellent 3D-capability

Die Module der Modellreihe NX haben einen neuen 
Standard für Indoor-LED-Displays gesetzt, gepaart 
mit einem phänomenalen Kontrastverhältnis von 
über 4.000:1. Eine Helligkeit von 2.000 Nit und 
eine native 16 Bit-Farbverarbeitung sorgen unter 
allen Indoor-Bedingungen für eine hervorragende 
Bildqualität. Besonders überzeugt Barco NX-4 
mit der Fähigkeit der 3D-Darstellung. Diese aktive 
Technologie ermöglicht einen Wechsel zwischen 
2D und 3D bei laufendem Betrieb.

Hauptmerkmale:

- hoher Kontrast mit 4.000:1 
- große Leuchtdichte mit 2.000 Nit
- hervorragende 3D-Darstellung

BARCO NX-4

General speciications

Indoor/Outdoor Indoor
Brightness  2,000 nit
3D-capable yes

Pixel 

Pixel pitch 4.6 mm 
Pixel density per m² 45,931 pixel 

Viewing angle 

Viewing angle + value; horizontal  60° 
Viewing angle - value; horizontal  60° 
Viewing angle + value; vertical  48° 
Viewing angle - value; vertical  55° 

Power consumption  

Power consumption max. per m²  1,329 W 
Power consumption Ø per m²  585 W 

Construction 

Max. height standing (no.) 12 tiles
Max. height hanging (no.) 15 tiles
Max. height standing (m) 6.05 m 
Max. height hanging (m) 7.56 m 

Measures and weights

Weight per m²  57 kg 
Width   0.45 m
Height  0.50 m
Depth  0.21 m 
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BARCO C5

General speciications

Indoor/Outdoor Indoor
Brightness 2,000 nit 

Pixel 

Pixel pitch 5.5 mm 
Pixel density per m² 32,400 pixel 

Viewing angle 

Viewing angle + value; horizontal  60° 
Viewing angle - value; horizontal  60° 
Viewing angle + value; vertical  60° 
Viewing angle - value; vertical  60° 

Power consumption  

Power consumption max. per m²  660 W 
Power consumption Ø per m²  220 W 

Construction 

Max. height standing (no.) 12 tiles
Max. height hanging (no.) 25 tiles
Max. height standing (m) 4.80 m 
Max. height hanging (m)  10.00 m
Concave curved up to 3°
Convex curved  up to 5°

Measures and weights  

Weight per m²  40 kg 
Width 0.40 m
Height  0.40 m
Depth  0.07 m 
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Mit den C5-Modulen hat Barco den Spagat
zwischen Praktikabilität und Preisanspruch
geschafft. Ein Modul wiegt nur 6,4 kg. So sind
diese „Leichtgewichte“ besonders schnell
aufgebaut, selbst bei konkaver und konvexer
Anordnung. Mit einem Pixelabstand von 5,5 mm
überzeugt die C5 in puncto Aulösung. Außerdem 
laufen die Module lüfterlos und sehr strom-
sparend.

Hauptmerkmale:

- lüfterloser und sparsamer Betrieb
- schneller Wandaufbau 
- geringes Gewicht
- konkaver und konvexer Aufbau möglich

With the C5 tiles, Barco was able to combine 
practicability and the requirements of competitive 
pricing. One tile only weighs 6.4 kg. Thus, the 
setup of these “lightweights” can be done very 
quickly, also in a concave or convex setup. With 
a pixel pitch of 5.5 mm, the C5 convinces where 
resolution is concerned. Moreover, the modules 
run fanless and energy-saving.

Key features:

- fanless and energy-saving operation
- quick setup
- light weight
- concave and convex setup possible 

kg kg kg
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MITSUBISHI DIAMOND VISION
IDT6

General speciications

Indoor/Outdoor Indoor
Brightness 2,000 nit

Pixel 

Pixel pitch 6.0 mm 
Pixel density per m² 27,778 pixel 

Viewing angle 

Viewing angle + value; horizontal  80° 
Viewing angle - value; horizontal  80° 
Viewing angle + value; vertical  80° 
Viewing angle - value; vertical  80° 

Power consumption 

Power consumption max. per m²  1,357 W 
Power consumption Ø per m²  610 W 

Construction 

Max. height standing (no.) 11 tiles
Max. height hanging (no.)  11 tiles
Max. height standing (m) 6.34 m 
Max. height hanging (m)  6.34 m 

Measures and weights

Weight per m²  63 kg 
Width 0.77 m
Height 0.58 m
Depth 0.18 m 
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Farbwiedergabe und Bildqualität der Diamond 
Vision IDT6 sind hervorragend. Dank ihrer dunklen 
Oberläche bieten die Module einen hohen
Kontrastumfang bei einem gleichzeitig hohen
Helligkeitwert von 2.000 Nit. Mit einer Signal-
laufzeit von weniger als 40 ms gehört die IDT6 zu 
den schnellsten LED-Modulen im Markt. 

Hauptmerkmale:

- hervorragende Bildqualität
- hohe Leuchtdichte mit 2.000 Nit
- großer Kontrastumfang
- kurze Signallaufzeit, weniger als 40 ms

The colour reproduction and picture quality of the 
Diamond Vision IDT6 are outstanding. Due to its 
dark surface, the modules offer a large contrast 
range and still a high brightness of 2,000 nit. 
With its unequalled short signal latency of less 
than 40 ms, the IDT6 ranks among the fastest 
LED modules in the market.

Key features:

- outstanding picture quality
- high light density of 2,000 nit
- large dynamic range
- short signal latency, less than 40 ms

kg kg kg
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BARCO NX-6

General speciications

Indoor/Outdoor Indoor
Brightness  2,000 nit
3D-capable yes

Pixel 

Pixel pitch 6.2 mm 
Pixel density per m² 25,829 pixel 

Viewing angle  

Viewing angle + value; horizontal  60° 
Viewing angle - value; horizontal  60° 
Viewing angle + value; vertical  60° 
Viewing angle - value; vertical  60° 

Power consumption

Power consumption max. per m²  1,484 W 
Power consumption Ø per m²  691 W 

Construction

Max. height standing (no.) 12 tiles
Max. height hanging (no.) 15 tiles
Max. height standing (m) 6.05 m 
Max. height hanging (m)  7.56 m 

Measures and weights

Weight per m²  57 kg 
Width  0.45 m
Height  0.50 m 
Depth  0.23 m 
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NX-6 ist eines der beliebtesten LED-Produkte aus 
dem Hause Barco. Zuverlässigkeit, leichte Hand-
habung sowie kontrastreiche und lebhafte Bilder 
dank phänomenaler Schwarzwerte erklären die 
große Popularität. 

Hauptmerkmale:

- hohe Leuchtdichte mit 2.000 Nit
- kontrastreiche Bilder
- 3D-fähig

NX-6 is one of the most popular Barco
LED products. Reliability, easy handling as well as 
high contrast and vivid pictures due to its
phenomenal black level explain its popularity.

Key features:

- high light density with 2,000 nit
- high contrast pictures
- 3D-capable 

kg kg kg
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INSPIRE s8b

General speciications

Indoor/Outdoor Indoor, Outdoor
Brightness  5,000 nit

Pixel 

Pixel pitch 8.0 mm 
Pixel density per m² 15,625 pixel 

Viewing angle 

Viewing angle + value; horizontal  70° 
Viewing angle - value; horizontal  70° 
Viewing angle + value; vertical  59° 
Viewing angle - value; vertical  65° 

Power consumption 

Power consumption max. per m²  650 W 
Power consumption Ø per m²  220 W 

Construction 

Max. height standing (no.) 12 tiles
Max. height hanging (no.) 15 tiles
Max. height standing (m) 8.64 m 
Max. height hanging (m)  10.80 m 

Measures and weights 

Weight per m²  < 38 kg 
Width   0.64 m
Height 0.72 m
Depth  0.14 m 
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Inspire s8b zeigt ein sehr gutes Preis-Leistungs-
Verhältnis. Die Module sind universell einsetzbar in 
Festinstallationen oder in der Vermietung, indoor 
wie outdoor. Der Aufbau erfolgt dank der Schnell-
verschlüsse und dem geringen Gewicht der
Module angenehm leicht und schnell.
Das Bildergebnis mit einer maximalen Helligkeit 
von 5.000 Nit überzeugt auch in hellen Um-
gebungen.

Hauptmerkmale:

- sehr hohe Leuchtdichte bis zu 5.000 Nit
- schneller Wandaufbau 
- geringes Gewicht

Inspire s8b shows a very good cost-beneit ratio.
The modules are universally applicable, either in 
ixed installations or in rental, indoor as well as 
outdoor. Due to its quick release connector and its 
light weight, the setup can be done easily and fast. 
With a maximum brightness of 5,000 nit it also 
performs successfully in bright environments.

Key features:

- very high light density of up to 5,000 nit
- quick setup
- light weight

kg kg kg
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INSPIRE m18b

General speciications

Indoor/Outdoor Indoor
Brightness 4,600 nit
Transparency 35 %/0 %

Pixel 

Pixel pitch 18.0 mm 
Pixel density per m² 3,086 pixel 

Viewing angle  

Viewing angle + value; horizontal  70° 
Viewing angle - value; horizontal  70°
Viewing angle + value; vertical  70° 
Viewing angle - value; vertical  70°

Power consumption

Power consumption max. per m²  750 W 
Power consumption Ø per m²  300 W 

Construction 
 
Max. height hanging (no.)  20 tiles
Max. height hanging (m)  11.52 m 
Concave curved 7.5°/15°
Convex curved  7.5°/15°

Measures and weights  

Weight per m²  32 kg 
Width  0.58 m
Height  0.58 m 
Depth  0.09 m 
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Die voll videofähigen und semitransparenten 
inspire m18b-Module bieten Farbtreue und Homo-
genität bei bester Helligkeit mit 4.600 Nit. Der 
Wandaufbau erfolgt schnell. Dank des konischen 
Gehäuses sind auch konkave bzw. konvexe 
Aufbauten möglich. Die Module sind lüfterlos und 
bestens geeignet für TV-Studios und Bühnen.

Hauptmerkmale:

- semitransparente Module für kreativen  
 Einsatz
- hohe Leuchtdichte mit 4.600 Nit
- lüfterloser Betrieb
- schneller Wandaufbau 
- konkaver und konvexer Aufbau möglich

The fully video capable and semi-transparent
inspire m18b modules come with colour idelity 
and homogeneity at a very high brightness of
4,600 nit. The setup can be done fast. Due to its 
conic housing, concave and convex installations 
are also possible. The modules are fanless and
perfectly suitable for TV studios and on stages.

Key features:

- semi-transparent modules for
 creative applications
- high light density with 4,600 nit
- fanless operation
- quick setup
- concave and convex setup possible

kg kg kg
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INSPIRE m25b

General speciications

Indoor/Outdoor Indoor
Brightness  1,200 nit
Transparency 35 %

Pixel 

Pixel pitch 25.0 mm 
Pixel density per m² 1,600 pixel 

Viewing angle

Viewing angle + value; horizontal  70° 
Viewing angle - value; horizontal  70° 
Viewing angle + value; vertical  70° 
Viewing angle - value; vertical  70° 

Power consumption

Power consumption max. per m²  390 W 
Power consumption Ø per m²  110 W 

Construction

Max. height hanging (no.) 12 tiles
Max. height hanging (m)  9.60 m 

Measures and weights  

Weight per m²  < 27 kg 
Width   0.80 m 
Height  0.80 m 
Depth  0.10 m 
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Die voll videofähigen semitransparenten Module 
bieten neben ihrer hohen Farbtreue und Helligkeit
homogene und brillante Bilder. Die m25b-Module 
arbeiten ohne Lüfter und sind damit lautlos. Durch 
die relativ großen Modulabmessungen bei einem 
vergleichsweise geringen Gewicht ist eine schnelle 
und einfache Montage möglich. 

Hauptmerkmale:

- semitransparente Module für kreativen  
 Einsatz
- lüfterloser Betrieb
- schneller Wandaufbau 
- geringes Gewicht

The fully video capable, semi-transparent modules 
offer high colour idelity and brightness as well 
as homogeneous and brilliant pictures. The inspire 
m25b modules operate fanless and therefore 
noiseless. Due to its relatively large module 
dimensions but its comparatively light weight, easy 
and fast installations are possible.

Key features:

-  semi-transparent modules for
 creative applications
- fanless operation
- quick setup
- light weight

kg kg kg
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LED - Nutzen Sie unser Know-how
 
Sie planen eine Veranstaltung? Oder einen Messeauftritt? Oder eine
Festinstallation? Sie suchen den passenden Anbieter für LED-Produkte?
Die LANG AG ist kompetent in allen relevanten Disziplinen: großes
Portfolio, exakte Planungshilfe, marktgerechte Preise, hohe Liefersicherheit 
und Qualität sowie umfangreicher Service. Die LANG AG ist einer der
führenden europäischen Großhändler für die Vermietung und den Verkauf 
von visueller Präsentationstechnik und deren Peripherie. Dank stetiger
Forschung und Entwicklung sowie unserer Nähe zum Markt, sind wir immer 
auf dem neuesten Stand der Präsentationstechnologie.
Demzufolge bietet das LANG AG-Portfolio eine breite Auswahl moderner, 
qualitativ hochwertiger LED-Technik in hoher Stückzahl.

LED - Use our know-how
 
You are planning an event? Or an exhibition? Or a ixed installation? You are 
looking for the perfect supplier for your LED products? LANG AG comes 
with expertise in all relevant disciplines: large portfolio, exact planning 
support, fair market prices, certain delivery and high quality as well as an 
extensive service. LANG is one of the leading European companies for 
rental and sales of visual presentation technologies. Due to continuous 
research and development, we always listen to the market to spot future 
technologies. Accordingly, the LANG portfolio only offers the latest 
state-of-the-art LED equipment in impeccable quality and high quantity.

Alle vorgestellten LED-Technologien verfügen über die gängigen
Standards und Normen.

All of the presented LED technologies come with current standards 
and norms.

LEGENDE / KEY
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Brightness (three levels)

Weight (three levels)

Pixel pitch (three levels)

Power consumption (three levels)

Indoor/Outdoor (ja/nein)
Indoor/Outdoor (yes/no)

Lüfterlos (ja/nein)
Fanless (yes/no)

Krümmung (ja/nein)
Curving (yes/no)

kg kg kg kg kg kg kg kg kg
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Modulanzahl (stehend/hängend)
Number of modules (standing/hanging)

Einblickwinkel
Viewing angle

3D-Fähigkeit (ja/nein)
3D-capability (yes/no)

Edge Adjust (ja/nein)
Edge adjust (yes/no)
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51789 Lindlar
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